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Ruger® HP1000R 
 

   
 

HP1000R 
• 1000 lb. Capacity 
• Reversed based allows for easier access  

to loads 
 
OPTIONAL ACCESSORIES 
• Floor Lock - Direct Bolt-On 
• Polyurethane Wheels - Direct Bolt-On 
• Steel Wheels - Direct Bolt-On 
• Power-Pak - Direct Bolt-On AC/DC  

Operated Hydraulic Lifting 
• Swivel Boom - Limited Swing Motion Design 
• Manual Hand Winch - Rated for Lifting Design 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
  Meets ASME PALD standards 

for shop cranes.  
Conforms to ANSI Z535 standards.

Standard Features 

• Meets Ruger’s structural engineering standards for 150% of rated lifting 
capacity 

• Counterbalanced units are built to exceed 125% stability factor 
• Double action manual hand pump operation 
• Built-in hydraulic overload relief valve 
• Needle type release valve permits pin-point control over lowering and holding 

of the heaviest or lightest loads 
• Adjustable built-in telescopic boom 
• Phenolic wheels with sleeve bearings 
• Swivel hook with safety latch 
• Steel construction & standard Ruger blue paint 



 

Figure 1 

Model......................................................................HP1000R

Maximum Capacity.................................................1000 lbs
Overall Base Length...............................................601

2"
Overall Width...........................................................31"
Overall Height.........................................................641

2"
Width Between Legs...............................................N/A
Boom Reach Retracted...........................................42"
Boom Reach Extended...........................................54"
Boom Height (Lowest Position)..............................30"
Boom Height (Highest Position).............................97"
Ext. Boom Height (Lowest Position).......................22"
Ext. Boom Height (Highest Position)......................1061

4"
Height of Legs........................................................N/A
Load Wheel Diameter.............................................6"
Steering Wheel Diameter.......................................5"
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MODEL: HP1000R 
 
 
 
Load Capacity 1000 lbs 




